
Effective Date: January 1, 2025

AP Dynamometer

AP Five-inch (5") (125 mm) Diameter Dial - Anti-Parallax

Divisions in lb

Part Number Product List Price

30006-0019 Low AP 5" Dial 500 x 5 lb £1,245
30006-0027 Low AP 5" Dial 1,000 x 10 lb £1,185
30006-0035 Low AP 5" Dial 2,000 x 20 lb £1,185
30006-0043 Low AP 5" Dial 4,000 x 25 lb £1,275
30006-0050 Low AP 5" Dial 5,000 x 50 lb £1,245
30006-0076 Low AP 5" Dial 8,000 x 50 lb £1,395
30006-0084 Low AP 5" Dial 10,000 x 100 lb £1,385
30006-0092 Med AP 5" Dial 15,000 x 100 lb £1,595
30006-0100 Med AP 5" Dial 20,000 x 200 lb £1,555

Divisions in kg

Part Number Product List Price

30006-0134 Low AP 5" Dial 500 x 5 kg £1,200
30006-0159 Low AP 5" Dial 1,000 x 10 kg £1,220
30006-0126 Low AP 5" Dial 2,000 x 20 kg £1,280
30006-0167 Low AP 5" Dial 4,000 x 25 kg £1,365
30006-0118 Med AP 5" Dial 10,000 x 100 kg £1,590

Part Number Product List Price

30007-0026 Low AP 10" Dial 1,000 x 5 lb £1,590
30007-0034 Low AP 10" Dial 2,000 x 10 lb £1,590
30007-0059 Low AP 10" Dial 5,000 x 20 lb £1,590
30007-0083 Low AP 10" Dial 10,000 x 50 lb £1,625
30007-0109 Med AP 10" Dial 20,000 x 100 lb £1,770
30784-0017 High AP 10" Dial 30,000 x 200 lb £6,255
30784-0033* High AP 10" Dial 50,000 x 200 lb £6,130

Divisions in kg

Part Number Product List Price

30007-0158 Low AP 10" Dial 1,000 x 5 kg £1,640
30007-0125 Low AP 10" Dial 2,000 x 10 kg £1,640
30007-0174 Low AP 10" Dial 5,000 x 20 kg £1,700
30007-0117 Med AP 10" Dial 10,000 x 50 kg £1,835
30784-0058 High AP 10" Dial 20,000 x 100 kg £5,845

Accessories
Part Number Product List Price
32224-0011 Steel Storage Case for 10" diameter for low and medium capacity 

dynamometers only
£290

Standard AP Dynamometer includes: Dynamometer, shackles and pins, maximum pointer, zero adjust for tare, 
molded plastic carrying case on 5" models or rugged plywood storage crate for high cap 10" models (**steel 
carrying case for other 10" models is optional)

ASME b30.26 compliant on 20,000 lb (10,000 kg) and below. Price includes rugged plastic storage case. Zero dial 
position is a shackles (9 o’clock position) Alternate Zero dial position available please specify at time of order.

AP Ten-inch (10") (250 mm) Diameter Dial - Anti-Parallax

*NOT CE approved.
10" AP Low and medium capacities do not include storage case. 10" AP High Capacities include a wooden 
storage box.
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